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Wall art with a replaceable outer 
fabric layer for quick updating 
of images or signage.

•	 	30mm	thick	(class	D	absorber)	to	improve	room	acoustics.

•	 	Discreet	aluminium	chamfered	frame	for	that	floating	look.

•	 	Print	with	an	image	or	graphic	of	your	choice	or	design	
your	own	art.

•	 	High	resolution	dye	sublimation	printing:	up	to	1440	dpi.

•	 	Amazing	art	and	signage	panels	with	acoustic	benefits.	

 RE-COVERABLE ART AND SIGNAGE

Suitability

Block
Stop	sound	travelling

Absorb
Capture	reflected	sound

Cover
Mask	unwanted	noise
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Head office and factory
Beaufort	House,	Greenwich	Way,
Peacehaven,	East	Sussex		BN10	8HS
T	 +44	(0)	1273	589922	
E		sales@screensolutions.co.uk

London showroom 
45	Gee	Street,	
Clerkenwell,	
London		EC1V	3RS
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Features

Thin aluminium frame

Inner core 
Contains	a	class	D	rated	
absorber	to	absorb	
sound	energy.

Replaceable outer fabric 
Printed	with	your	choice	of	image,	
using	a	dye	sublimation	process.

Chamfered edge 
Gives	the	appearance	
it’s	floating	away	from	
the	wall.

30mm thick

Construction
Vibe	re-coverable	art	and	signage	panels	comprise	an	
internal	16mm	thick	absorbing	material	held	in	a	30mm	
thick	aluminium	frame.	The	dye	sublimation	printed	
fabric	is	discreetly	secured	into	the	frame	with	a	clever	
strip	that	allows	the	fabric	panel	to	be	removed	and	
replaced	when	required.

Dye sublimation printed panel finishes

Plain block colours

Signage

Graphic designs Images

Corporate messages
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Vibe re-coverable art and signage panels – 30mm
Typical plasterboard stud wall (12mm panelling)

Sound absorption performance
Tests carried out in accordance with BS EN ISO 354.

Acoustic performance

 Class  αw   NRC SAA

Vibe	re-coverable	art	and		
signage	panels	–	30mm	 D	 0.45	(M,H)	 0.60	 0.59	

Calculated in accordance with BS EN ISO 11654.

Re-coverable  
art and signage


